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5.在第一个登录窗口中单击 [SIGN UP] 按钮。

6.在密码设置窗口中指定一个密码，然后单击 [SUBMIT] 按钮。

7.在登录窗口中输入密码，然后单击 [LOGIN] 按钮。

ᴪ₮ [HOME] Ȃ

ԅ ꜚȂ
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RM-CG Device Manager 的结构

῏ ҩ Ҭ ҩ Ḥ ̆ ᶷ↓₮ Ȃ

RM-CG Device Manager Ҭᶏ Ҋץ / Ȃ

 ̂Ḥ ̃̔ ⌠ ץ҉ ῏ Ḥ Ȃ

 ̂ ≢ ̃̔ ᶏץ₯ Ȃ

[HOME] [SYSTEM STATUS]

[LED INDICATION STATUS]

[SETTINGS] [PASSWORD SETTINGS]

[SECURITY SETTINGS]

[DEPLOYMENT SERVER  SETTINGS]

[SYSLOG SERVER SETTINGS]

[LED INDICATION SETTINGS]

[Admin]

[Network] [IP ADDRESS SETTINGS]

[HOST NAME SETTINGS]

[Region]

[TIME SETTINGS]

[DAYLIGHT SAVING  SETTINGS]

[SYSTEM SETTINGS]

[MICROPHONE SETTINGS]

[DIGITAL SIGNAL PROCESSING SETTINGS]

[Processing]

[TOOLS] [Update]

[Dante] [INPUT STATUS]

[OUTPUT STATUS]

[DEVICE STATUS]

[FIRMWARE UPDATE]

[AUDIO]

[Configuration] [EXPORT CONFIGURATION]

[Logs]

[RESET DEFAULTS]

[DOWNLOAD LOGS]

[IMPORT CONFIGURATION]
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重要事项： RM-CG Device Manager Ҭ ̆ Ⱶ ₯ [SUBMIT] Ȃ[SUBMIT] ҉ Ȃ
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RM-CG Device Manager 的功能

[HOME]

1 [SYSTEM STATUS]

ᶏ ץ Ḥ Ȃ

2 [LED INDICATION STATUS]

ᶏ ץ ╠ Ȃ

1

2

RM-CG 参考说明书
8



[SETTINGS]

[Admin]

1 [PASSWORD SETTINGS]

ᶏ ץ / ԍ RM-CG Device Manager Ȃ

2 [SECURITY SETTINGS]

ץ  SCP └Ȃ

῏ SCP Ḥ ̆  RM ↓ └ Ȃ Yamaha Ҋ ׆ Ȃ

Yamaha 

ⱴ ̔
https://uc.yamaha.com/support/

ῒז / ̔
https://download.yamaha.com/

重要事项： ̆ ⌠ RM-CR Ḥ Ȃ

1

2
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5 [SNMP SETTINGS]

ᶏ ץ ᶏ SNMPȂ

SNMP ѿ ԍ Ȃ

6 [LED INDICATION SETTINGS]

ᶏ ץ / ╠ ֦ Ȃ

5

6
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[Network]

1 [IP ADDRESS SETTINGS]

ᶏ ץ ᶏ DHCPȂ

2 [HOST NAME SETTINGS]

ᶏ ץ ꜚ ꜚ Һ Ȃ

1

2
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[AUDIO]

[Processing]

1 [MICROPHONE SETTINGS]

ѻ ᶏ ץ / Ȃ

ѻ ץ / ꜚ Ȃ

1
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2 [DIGITAL SIGNAL PROCESSING SETTINGS]

ѻ ᶏ ץ / Ҋץ Ȃ

-Input gain ̂ ῀ ̃

-Adaptive echo canceller ̂ ̃

-Noise reduction ̂ ̃

-Dereverberation ̂ ̃

-Auto gain control (type and speed) ̂ ꜚ └ ̂ ̃̃

ѻ ₯ [Audio processing diagram] ̂ ̃Ҭ ̆ ԍ / Ḥ Ȃ

重要事项： ᴪ ⌠ ҬȂ

2
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[Dante]

1 [INPUT STATUS]

ᶏ ץ ҩ Dante ῀ Ȃ

2 [OUTPUT STATUS]

ᶏ ץ ҩ Dante ₮ Ȃ

1

2
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[TOOLS]

[Update]

1 [DEVICE STATUS]

ᶏ ץ ᴆ Dante Ȃ [Updatability] Ҋ [Ready] ̆ ץ ᴆ DanteȂ

重要事项： ҹԅ  Dantĕ  IP №  Dante IP № Ȃ

2 [FIRMWARE UPDATE]

ᴆ ⌠ Ҭ̆ ₯ [EXECUTE] ̆ ῃ ᴆ DanteȂ

Yamaha Ҋ ׆ ᴆ ᴆȂ

Yamaha 

ⱴ ̔
https://uc.yamaha.com/support/

ῒז / ̔
https://download.yamaha.com/

1

2
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[Configuration]

1 [EXPORT CONFIGURATION]

ץ ₯ [EXPORT] ̂ ₮̃ ̆ ₮ Ȃ

2 [IMPORT CONFIGURATION]

ᴆ ⌠ Ҭ̆ ₯ [IMPORT] ̆ ῀⌠ ҬȂ

注： 1Ҭ ₮ ᴆ ⇔ ῀ ᴆȂ

3 [RESET DEFAULTS]

ᶏ ץ ₯ [RESET] ᵝ Ȃ

重要事项： ᵬӊ╠̆ Ⱶ ᵝ ῤ Ȃ

1

2

3
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[Logs]

1 [DOWNLOAD LOGS]

ᶏ ץ ₯ [DOWNLOAD] Ҋ Ȃ

注： ѿ Ҋץ ҉ ↓ ץ̆ ῏ ‗ Ȃ

1
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警报日志列表

显示 描述 该做什么

important mic CH* broken ᾥ CH* Ȃ Yamaha Ȃ

Dante hardware error Dante ꜚȂ ῏ ̆ Έ Ῥ Ȃ
Ҍ ‗ ̆ ∆ ῤ Ȃ

ׅ Ҍ ‗ ̆ Yamaha
Ȃ

Firmware update failed, 
because of *

ᴆ Ȃ Web GUI ᴆ ҉ ᴆ ᴆȂ

Firmware update failed, 
because of internal error

῏ ̆ Έ Ῥ Ȃ
Ҍ ‗ ̆ Yamaha

Ȃ

Web UI internal failure Web GUI Ҭ ῤ Ȃ ῏ ̆ Έ Ῥ Ȃ
Ҍ ‗ ̆ ∆ Ȃ

ׅ Ҍ ‗ ̆ Yamaha
Ȃ

failed to start audio proc ꜚȂ ῏ ̆ Έ Ῥ Ȃ
Ҍ ‗ ̆ ∆ ῤ Ȃ

ׅ Ҍ ‗ ̆ Yamaha
Ȃ

System error ꜚȂ

Power unstable ᶫ Ȃ ⌠Ὶ  PoE ֜ Ȃ Ҍ ‗
̆ ῏ ̆ Έ Ῥ

Ȃ ׅ Ҍ ‗ ̆
Yamaha Ȃ

Syslog setting error ᴰ Ⱶ Ȃ ῏ ̆ Έ Ῥ Ȃ
Ҍ ‗ ̆ ∆ Ȃ

logging error ꜚ Ȃ

Automatic audio tuning failed, 
because of internal error.

ԍ ῤ ̆ ꜚ Ȃ ῏ ̆ Έ Ῥ Ȃ
Ῥ ѿ Ȃ Ҍ ‗ ̆
Yamaha Ȃ

Dante started in fail safe 
mode

Dante ץ ῃ ꜚȂ ᶏ Audinate ᴆ ΐ ῃ
Ȃ

Unable to configure Dante, 
because the Dante device is 
locked.

ԍ ̆Dante ╠ ᶏ └
Ȃ

ᶏ Dante Controller
Dante Domain Manager Ȃ

Resume data lost ῤ Ữ ҬḠ ҡ Ȃ ∆ ῤ Ȃ Ҍ ‗ ̆
Yamaha Ȃ

Saving setting data failed ꜚȂ ῏ ̆ Έ Ῥ Ȃ
Ҍ ‗ ̆ ∆ ῤ Ȃ

ׅ ̆ ҍ Yamaha Ȃ

CPU temperature too high CPU Ȃ ῏ ̆ CPU ‛ Ҋ Ȃ Ȃ
ׅ ̆ ץ̆

‛ ̆ ̆
Ȃ

Too many devices on the 
network

҉ ԅ Ȃ ⁞ ⌠ Ȃ

Configuration import failed, 
because of file download 
failure (*)

ԍ ᴆҊ ̆ ῀ Ȃ ȁ Ⱶ ȁ Ⱶ ҉
ᴆȂ

Configuration import failed, 
because of file format error 
(*)

ԍ ᴆ ̆ ῀ Ȃ ᴆ ῤ Ȃ
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一般参数

网络

音频

主要规格

产品描述 ᾥ

颜色 ȁ

尺寸 （宽 × 深 × 高）
560 ̂ ̃¦ 560 ̂ ̃¦ 90 ̂ ̃̂ € / ᾥ ̔  
22 ̃

重量 5.6 ᾥ̂ ̃

电源要求 PoE (IEEE802.3af)̆DC 48 V

最大待机功耗 7.2 W

运行环境
温度 0 °C ͠ 40 °C

湿度 30% ͠ 90% ̂ ‛₀̃

存放环境
温度 -20 °C ͠ 60 °C

湿度 20% ͠ 90% ̂ ‛₀̃

指示灯
ѻ ╠ ̂ / ̃

ѻ

安装

ѻ ̂* Ҍ Ȃ̃

ѻ Ҝ

ѻ VESA 

连接至 RM-CR 的最大数 4

防尘 IP5X ̂ ̃

Plenum 级阻燃 UL2043 ̂ ̃

Dante/PoE 端口
Danteȁ └ȁWebUIȁPoE

̔CAT5e ̆STP

频率响应 160 Hz ͠ 16 kHz (-10 dB)

采样速率 48 kHz

位深 24 ᵝ

延迟 58 [ ] ̂ Ḥ ̃

音频 I/O Dante

1 ῀ x 2 ₮ 

῀ 1 = AEC Ḥ /
₮ 1 = ₮̆
₮ 2 = ₮ ̂ ̃

SPL 最大输入电平 (0 dBFS) 117.8 dB SPL

内部噪声 -0.8 dBA SPL

SNR （1 kHz 时，基准 SPL 为 94 dB) 94.8 dBA

灵敏度 -23.8 dBFS/Pa

动态范围 118.6 dBA

信号处理

ѻ

ѻ ȁ ȁ ȁ ꜚ ȁꜚ └ȁ ȁ ₮
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